
                            

Product
Pint                          

(0.47 liter) 

Half Gallon           
(1.89 liter) 

Gallon           
(3.78 liter) 

    R-100 | RL 236* 020100 040100 050100

    R-200 | R-2200 | RL 241* 020200 040200 050200

    R-300 | R-2300 020300 040300 050300

    R-350 | R-2350 | RL 242* 020350 040350 050350

    R-400 | RL 238* 020400 040400 050400

    R-2400 020240 040240 050240

    R-450 | R-2450 | RL 239* 020450 040450 050450

    R-500 | RL 237* 020500 040500 050500

    R-600 040600 050600

Product
Pint                          

(0.47 liter) 

Half Gallon           
(1.89 liter) 

Gallon           
(3.78 liter) 

NNR-03 | RL 240* 020024 040024 050024

NNR-10 020025 040025 050025

NNR-80 020026 040026 050026

Product
1/4 Pint               
(0.12 liter) 

Pint                          
(0.47 liter) 

Half Gallon           
(1.89 liter) 

Gallon           
(3.78 liter) 

BIF-03 010001 020001

Idling Oil 020010 040010 050010

Product
Pint                          

(0.47 liter) 

Quart                                 
(0.94 liter) 

Half Gallon           
(1.89 liter) 

Gallon           
(3.78 liter) 

LNP-5 020013 030013 040013

Product
1/4 Pint               
(0.12 liter) 

Pint                          
(0.47 liter) 

Quart                                 
(0.95 liter) 

GIR-150 010007 020007 030007

Product
Pint                          

(0.47 liter) 

Quart                                 
(0.94 liter) 

Half Gallon           
(1.89 liter) 

Gallon           
(3.78 liter) 

SNL-75 020035 030035 040035 050035

NCO-12/SNC-150 020039 030039 040039 050039

Product Quart                                 
(0.94 liter) 

Half Gallon           
(1.89 liter) 

Gallon           
(3.78 liter) 

F-100 030004 040004 050004

Foam Tendency  Reference Oils

TBS
®

 Viscometer Specialty Oils

Low-temperature Newtonian Viscosity Calibration and Reference Oil

Scanning Brookfield Technique® Gelation Index  Reference Oils

Noack Volatility  Reference Oils (Procedure A/C, Procedure B/D)

 Instrument Viscosity Standards

High-temperature, Newtonian  Viscosity Reference Oils

High temperature, High Shear, Non-Newtonian Viscosity Reference Oils

      * For CEC  Test Methods

120°C TBS 100°C TBS 80°C TBS 150°C TBS 



                            

Product
Pint                          

(0.47 liter) 

Quart                                 
(0.94 liter) 

Half Gallon           
(1.89 liter) 

Gallon           
(3.78 liter) 

QMR 020028 030028 040028 050028

QHR 020027 030027 040027 050027

Product 1 Kit                        
(~13 tests)

Tube                              
(3 kits, ~39 tests) 

IIID  Catalyst A D4742 010048 010047

IIIE  Catalyst B D7098 010050 010049

Product
Pint                          

(0.47 liter) 

TPC-1 020044

Product
Pint                          

(0.47 liter) 

Quart                                 
(0.94 liter) 

CG-1 020002 030002

T33C-1 020036 030036

Product 1/4 Pint               
(0.12 liter) 

LDF-4 010011

MDF-4 010014

HDF-4 010009

Product (5 grams) (10 mL) (50 mL)

MHT Catalyst 010046

Ferric Naphthenate-33C 010052 010054

Product
Quart                                 

(0.94 liter) 

Half Gallon           
(1.89 liter) 

VarClean® II Glass Cleaner 030050 040050

TEOST - Catalyst

VarClean ®
 Cleaner

TEOST® Instrument Calibration Oils

TEOST ®  33C  Reference Oils

TEOST MHT ®  Reference Oils

 Instrument Viscosity Standards
RPVOT  Reference Oil

TFOUT- Catalyst Packages

®

ISO 9001

Telephone: +1 989 496 2309

TannasKing.com

email: tannas@savantgroup.com

TANNAS CO.
4800 JAMES SAVAGE ROAD
MIDLAND, MI  48642

USA


