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VERSATILE VISCOMETER FOR 
LOW-TEMP VISCOSITY & MORE

The TAV-III M Viscometer, available through 
Tannas Co. for Direct Cool® II and SBT® +2 
instruments, is designed for precise viscosity 
measurements.

The TAV-III M offers advanced testing capabilities. 
It supports data gathering via Direct Cool® II 
Automation Package, with multiple test modes, 
automated sample numbering, followup analysis, 
and more. It also supports enhanced security 
features, customizable settings, and reliable 
results with an accuracy of ±1.0% of range and 
repeatability of ±0.2%.

Contact us to learn more about our TAV-III M 
Viscometer and the safe & efficient Direct Cool® II 
and SBT® +2 instruments.

Viscosity Range 1-2M cP/mP·s

Accuracy ±1.0%

Repeatability ±0.2%

Applicable Test Methods D5133

RPM Up to 100

Speeds 16 Available

Certification Tannas Co.

THE PRODUCT
A. TAV-III M Viscometer
B. For Direct Cool® II & SBT® +2 instruments

PURPOSE
A. Facilitates ASTM D5133 testing

FEATURES
A. 3-inch monochromatic display with keypad
B. Display includes viscosity (cP/mP·s), temperature (°C/°F), 
shear rate/stress, % torque, spindle/speed, and step
program status
C. Communication with Direct Cool II® Automation Package 
allows for PDF/Excel® export, automatic sample numbering, 
data graphing of up to 20 datasets concurrently, followup
events including analysis through math models, and more
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